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Daily Maintenance Procedure

o guarantee repestable reslts the dlly maintenance procedure should be performed.
Please lean the suface of the oven plte vll with tissue and scivent.do not scratch.
Tha surfsce must b fee ofreiduas snd rtchesfo good hst contact

Do ot bend the tamperature sensor and the arc pis. Ciean the arcpins (1) and the tmperature sensor (2) carefuly
it tisu and the brsss ersser.
Claaning the arepins s ecessary toregain a meta surfaceatthe s for asy igntion

‘Additional Daily Maintenance
Hthere have been measured samples which cause avery dirty oven and  or dity ceramic for examle O itis also rec-
ommended t peform daiy a prcedur for ieaning them.

Aisotis acisabl f the sampe to b messured s expected t have # much higher fsh poin s he prvious one

A go0d procedurefor cleaning 3 diry oven and / or ceramic, s heating up the oven together with an empry sampla cup.
0/t makimum nd o stay 3t this tarpersture fo st esst 15 minutes.

During thistme it go0d to make  few gnitons and o blow sir by the comprezsor into the messuring camber.
This s anly permitted o srvice technicians by accessing 2 THE TEST MENL.

The aitermativeroute i t program a messuremen with thefrea programmable measuring men using an empty cup.
Staring at 3 igh temparature.Set the end temperature somewhare hghe then the start temperature (for sample:
1= 1707C /= 200 °C). S th Igriton fraquency (tep) o 0.5 and ru . Repeat this run  fow tmes if necessary.

IMPORTANT For detailed information resd THE OPERATION MANUAL.

Atentior
Never swich of thetesterwhen the aven i sl hot! Plesse e the oven cool downto room temperature before

suitching off t prevent an overhesting of the Peiir slements.





